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AutoCAD SHX Text
92.5mm KOOLTHERM INSULATED  PLASTERBOARD ON TREATED  TIMBER BATTEN AND DPC LAYER  BETWEEN TIMBER BATTEN AND EXISTING STONE WALL

AutoCAD SHX Text
ALL EXISTING FLOORING TO BE REMOVED. ENTIRE NEW FLOORING TO BE INSTALLED TO CONSIST OF 150mm POWERFLOATED CONCRETE SLAB ON 120mm THICK KINGSPAN P.I.R.  OR E/A INCLUDING 25mm VERTICAL INSULATION AT EDGE OF SLABS. INSULATION TO SIT ON MANORFLEX RADON BARRIER. RADON BARRIER TO SIT ON SAND BLINDING, ON SUITABLE COMPACTED HARDCORE STONE AS REQUIRED. RADON SUMP TO BE INSTALLED AS INDICATED.

AutoCAD SHX Text
ELECTRO OSMOSIS SYSTEM TO BE INSTALLED IN THE DWELLING BY SPECIALIST CONTRACTOR.   EXISTING PLASTER TO BE REMOVED FROM WALLS TO BE TANKED A HEIGHT OF 1.0METERS BY SPECIALIST CONTRACTOR. ALLOW FOR ALL WORKS TO INSTALL FULLY OPERATIONAL SYSTEM. 

AutoCAD SHX Text
REMOVE EXISTING ROOF AND INSTALL ENTIRE NEW ROOF CONSISTING OF BLUE/BLACK SLATES TO MATCH EXISTING, ON TIMBER BATTENS, ON BREATHABLE FELT ON TIMBER RAFTERS.

AutoCAD SHX Text
EXISTING CHIMNEYS TO BE CAPPED & VENTED. ALL FLASHING TO BE MADE GOOD. CHIMNEY TO BE PLASTERED. EXISTING CHIMNEYS ARE TO BE PLASTERED TO PREVENT WATER INGRESS  

AutoCAD SHX Text
ENSURE THAT 50mm SPACE  BETWEEN INSULATION AND ROOFING FELT IN MAINTAINED - INSTALL  PROPERTY VENT  

AutoCAD SHX Text
EXISTING FLOOR COVERING TO BE REMOVED. NEW 18MM FLOORING GRADE OSB3 TO BE INSTALLED THROUGHOUT  FIRST FLOOR. 

AutoCAD SHX Text
ALL EXISTING TIMBER LINTELS  IN BOTH DWELLINGS ARE TO BE REMOVED AND NEW CONCRETE LINTELS TO BE INSTALLED. ALL SURFACES ARE TO BE MADE GOOD UPON COMPLETION OF WORKS

AutoCAD SHX Text
PARTY WALL TO BE FIRE STOPPED  SEALED AT JUNCTION BETWEEN WALL AND ROOF - TO CURRENT PART B BUILDING REGULATIONS 

AutoCAD SHX Text
100mm TIMBER STUD WALL @ 400mm CTS, WITH PLASTEBOARD BOTH SIDES FINISHED WITH PAINTED SKIM FINISH.  
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