Finished Level /
Reinstated Level

l

Sub-formation Level /
underside of reinstatement

l

150mm

>—
OD/4
(100mm MIN.)

-~

Trench Width
max. OD + 600mm
min. OD + 300mm

DETAIL 5-1
Trench Detail for Surface Water
Drains and Sewers

concrete bed & haunch strength
min. C20/25 (to BS EN-206:2013

natural stone paving brickslot drain

formation and side fill

DETAIL 5-4
Brickslot Channel Detail

PIPE TRENCH DEPTH OF
DIAMETER BEDDING
100 500 100
150 600 200
200 600 200
250 750 200
300 750 200
350 750 200
400 900 200
450 900 200

Backfill requirements

under existing pavement and paved areas,
backfill with concrete mix ST4;

under pavement and paved areas, backfill
with Class 6F2 material;

under landscape areas, backfill with selected
excavated material.

@—— Bed and surround with sand in
accordance with granular material
in accordance with Clause
503.3(i) of the Specification;

bends as
required

saddle connection to
receiving drain

discharge pipe receiving surface water

sewer or drain

DETAIL 5-2
Saddle Connection from Gully
Discharge Pipe to Surface Water
Sewer

openings in kerb from roadside raised overflow gully

every 0.5m along rain garden areas

top of pavement line

connecting to main network

DETAIL 5-3
Typical Rain Garden Detail

filter media specification to
landscape architect specification
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free draining subsoil
Surface water sewer

GENERAL
1. Datum for levels is OS Malin Head.

2. Verify existing levels prior to commencement of works.

any discrepancies immediately to the Employer's Representative.

3. The locations shown for existing services are indicative

may not be accurate. Furthermore, uncharted services may
also be present. The Contractor should assume the existence of

services unless proven otherwise.

4, Itis the Contractor's responsibility to determine the existence
and precise location of any service located within the site. All

works shall be carried out in strict accordance with the
document 'Code of Practice for Avoiding Danger from

Underground Services' as published by the Health and Safety

Authority.

Specification

5. All works to comply with the Tll Specification for Roadworks

unless otherwise noted.

Report

only and

OS mapping reproduced under licence.

This drawing is not to be reproduced without the written
permission of Kilgallen and Partners. Copyright.

PL1 28/11/24 AC | ISSUED FOR PLANNING

\REV DATE BY | DETAILS )
{STATUS h
FOR PLANNING APPLICATION PURPOSES ONLY. NOT TO BE USED
\FOR ANY OTHER PURPOSE. )
CLIENT
CARLOW COUNTY COUNCIL
- J
{PROJECT )
CARLOW TOWN CENTRE PUBLIC REALM AND
PEDESTRIAN LINKAGE REGENERATION PROJECT
{TITLE )
DRAINAGE & WATERMAIN - ENGINEERING DETAILS
KILGALLEN & PARTNERS
CONSULTING ENGINEERS
E-mail: Info@Kilgallen.ie, Web: www.kilgallen.ie
KYLEKIPROE UNIT 3
WELL ROAD DANVILLE BUSINESS PARK
PORTLAOISE KILKENNY

T +353 56 866 2860

+353 56 777 01090

DRN: DRAWING NO.: REV.:

AC 23042-C-DR-506 PL1

CHKD: SCALE: SIZE: DATE:
L RK 1:250 @ Al Al 28/11/24



AutoCAD SHX Text
DRN:

AutoCAD SHX Text
CHKD:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
DRAWING NO.:

AutoCAD SHX Text
REV.:

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
CLIENT

AutoCAD SHX Text
TITLE

AutoCAD SHX Text
DETAILS

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REV

AutoCAD SHX Text
BY

AutoCAD SHX Text
STATUS

AutoCAD SHX Text
SIZE:


