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1 A Guide to Protected Structures 
 

1.1 What Is A Protected Structure? 

A protected structure is a structure that a local authority considers to be of special 

interest from an architectural, historical, archaeological, artistic, cultural, scientific, 

social or technical point of view. Details of protected structures are entered by the 

authority in its record of protected structures, which is part of the development plan. 

Each owner and occupier of a protected structure is legally obliged to ensure that the 

structure is preserved 

 

1.2 What obligations fall  on owners and occupiers to ensure the preservation of 

protected structures? 

Each owner and occupier must ensure that a protected structure or any element of a 

protected structure is not endangered through harm, decay or damage, whether over a 

short or long period, through neglect or through direct or indirect means. 

 

1.3 Do special procedures apply to protected structures under the planning system? 

Yes. Under the planning system, many minor works to structures do not normally 

require planning permission. These works are known as exempted development. 

However, for a protected structure, such works can be carried out without planning 

permission only if  the works would not affect the character of the structure or any 

element of the structure that contributes to its special interest. Depending on the nature 

of the structure, planning permission could, for example, be required for: 

¶ interior decorating such as plastering or painting 

¶ works which involve the removal of original material 

¶ works which require the application of new material over existing (dry lining, 

etc) 

¶ Reslating without re-use of existing slates 

¶ Replastering in all cases 

¶ Re- pointing in most cases 

¶ Removal of renders to expose stone 

¶ New opes for doors and windows 

¶ Replacement of entire windows and doors 

¶ All  demolition works including outbuildings 

¶ Works to boundary walls 

¶ Works which are likely to impact on the setting 

 

1.4 How do owners or occupiers know which works require planning permission? 

An owner or occupier of a protected structure may request, under section 57 of the 

Planning & Development Act 2000, the local authority to issue a declaration indicating 

the types of works that could be carried out without affecting the character of the 

structure or any element of the structure which contributes to its special interest. These 

works would not require planning permission. A local authority will,  in general, issue 

such a declaration within three months of receiving a request. 

 

1.5 How does an owner or an occupier apply for  planning permission to carry  out 

works to a protected building? 

A planning application involving a protected structure is generally made in the same 

way as any other planning application. However, additional information must be 
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submitted with the application. The local authority will  consult other bodies, including 

the Minister for the Environment, Heritage & Local Government, the Heritage Council 

and An Taisce, before making a decision on the application. 

(More information on applying for planning permission is contained in the leaflets on 

the planning system issued by the Department of the Environment, Heritage and Local 

Government.) 

 

1.6 Are there any measures in place to assist owners and occupier to preserve a 

protected structure? 

A scheme of grants, called Conservation Grants, were operated by local authorities to 

assist the owner or occupier of a protected structure to undertake necessary works to 

secure its conservation. Each local authority prioritised applications for grant aid on the 

basis of a report by an architectural consultant on the applications received. Presently, 

due to lack of funding, these grants are not available. 

 

1.7 Do local authorities have special powers in relation to Protected Structures? 

Yes. A local authority may - 

¶ require an owner or an occupier of a protected structure to carry out works if it 

considers that the structure is or may become endangered; 

¶ require an owner or an occupier of a protected structure to carry out works if it 

considers that character of the structure ought to be restored; 

¶ acquire, by agreement or compulsorily, a protected structure if  it considers that 

this is desirable or necessary in relation to the protection of the structure. 

 

1.8 Are owners and occupiers liable to penalties? 

Yes. A fine of up to ú12.7 million and ú12,700 for each day of a continuing offence 

and/or a term of imprisonment of up to 2 years can be imposed on an owner or an 

occupier for ï 

¶ Endangering a protected structure 

¶ Failing to carry out works, ordered by a local authority, to a protected 

structure or a structure in an architectural conservation area. 

 

1.9 Where Can I  Obtain Legislation In  Relation to Protected Structures? 

Copies of the legislation concerning protected buildings, the Planning and 

Development Act, 2000, and subsequent regulations, and guidance documents may be 

purchased from the Government Publications Sales Office, or on the Department of 

the Environment, Heritage & Local Governments website (www.environ.ie). 

Guidance documents are also available on the National Inventory of Architectural 

Heritage (NIAH) website (www.buildingsofireland.ie). 
 

 

2 Explanation of the Format of the RPS Listings 

 
RPS No.:  Denotes the unique number given to it within the Carlow County Councilôs 

Record of Protected Structures document. This will be the identifying number 

referred to on all correspondence relating to the structure. 

http://www.environ.ie/
http://www.buildingsofireland.ie/
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NIAH  No.  This is the unique number assigned to the structure by the National Inventory 

of Architectural Heritage section of the Department of the Environment, 

Heritage & Local Government. 

 

Address: Denotes the building address of the protected building, feature or structure. 

 

Townland: Denotes the Townland of the protected structure. 

 

Composition: Gives a brief description of the protected item. 

 

Photo: This is a photo of the protected structure. 

 

Rating: Each structure or building is described in terms of its individual architectural 

heritage quality and character. Importance Rating Codes are used on each 

structure in order to ascertain its relative architectural heritage merits. The 

assessment of a structureôs heritage significance is not directly affected by its 

condition. The evaluation of a structure is related to its extant fabric and not to 

the manner in which it has been maintained. 

Rating Codes: 

International  (I)  Structure or Building with sufficient presence or inherent 

importance which define the architectural heritage of Ireland in 

an international forum. 

National (N) Structure or Building which make a significant contribution to 

the architectural heritage of Ireland across the country at large. 

Regional (R) Structure or Building within their own area or region and also 

form a comparative basis when the structures of particular 

regions are compared with those of other defined regions within 

Ireland. 

Local (L) Structures or Buildings which make a significant contribution to 

the architectural heritage within their own locality. 

 

 

 

 

 

Importance: Refers to the criteria under which the building was assessed to be important, as 

follows: 
A Architectural Art Artistic 

I Industrial Tr Transport 

S Social E Engineering 

H Historical Tc Technical 

R Rarity U Unique 

O Omit Int Interior 

Sc Scientific Int Interior 

G Group U/R Uniqueness/Rarity 

C Cultural Inv Innovative 
V Vernacular P Personality 



Record of Protected Structures 

4 | P a g e 
Carlow County Development Plan 2022-2028 

 

 

 

RPS Listings (Protected Structures) 
RPS NO. NIAH  NO. ADDRESS TOWNLAND  COMPOSITION  PHOTO RATING  IMPORTAN  

CE 

CW1 10301648 Fennagh House, 
Fennagh 

Ballaghaderneen 
A three-bay, two-storey, mid-19th century house built of large blocks of 

coursed-rubble granite, with a recessed central bay accommodating a Doric 
porch set in antis with a balustrade on the first floor. The sash windows have 

large plate glass panes and the roof is hipped with natural slates and granite- 

ashlar stacks. The house is deeper than it is wide and has a basement which is 
not visible from the front. The carriage turn has a stone balustrade round it. 

Beside the house is a two-storey stable block which is entered through a 

pedimented arch which has a giant curvilinear keystone. On the roof is a 
cylindrical bellcote. 

 

R A, Int 

CW2 10301202 St. Bridgetôs Catholic Church, 

Ballinabrannagh 

Ballinabrannagh A very fine example of a single-cell, barn church of three bays. The church 

dates from circa 1825 and was renovated circa 1980. It has rough-cast walls 

with a granite, round-headed door case with a pulvinated moulding at the West 

end and a square-headed door case on the North side. Over the West door is a 
round-headed window and a granite roundel. The round-headed windows have 

unsuitable uPVC glazing. The roof is covered with natural slates, the corners 

have pillar-like pinnacles supporting balls and there are crosses at either end. 
The entrance gates are contemporary with the church and have cylindrical, 
granite piers with balls on top. 

 

R A, Int, Art 

CW3 10301912 St Lazerianôs Catholic Church, 

Ballinkillen 

Ballinkillen A large T-plan barn church with a date stone 1793 though the present church 

is not the original 1793 church on this site but probably dates from circa 

1830. The church is painted and rendered with plain, pointed windows and 

one square-headed, granite door case remaining. The church was remodelled 
about 1975 and porches added to the West end and North transept and the 

windows re-fenestrated. The West window retains its original granite 

dressings and the granite bellcote, in a slightly Italianate style remains. The 
interior was remodelled though two of the circa 1830 galleries remain. The 

church is, at present, being re-roofed though retains its granite coping. In the 
graveyard is a small, three-bay building built of large blocks of granite which 

was possibly a sextonôs house. The roof has recently been re-slated. This 

building should also be protected. The gate piers are of granite with capstone 
and wrought-iron gates dating from circa 1800. 

 

R A, S, Int, U, 

R, Art 

CW4 10301309 St. Peter & Paulôs Catholic 

Church, 
Ballon 

Ballon 
Detached Catholic church, c. 1820, on a cruciform plan with granite dressings 

including architraves to some openings and belfry. Renovated and re- 

rendered, c. 1993. Interior retains wall monuments, three galleries, timber 
ceiling and Gothic reredos, c. 1820. 

 

R A, Int, S 

CW5 10301702 Ballydarton House, 

Fennagh 

Ballydarton An inventive, tudor-revival house by Daniel Robertson dating from circa 1830. 

It is built of granite ashlar with an asymmetrical, three-bay façade with a three- 

stage, rectangular-plan tower in the centre gabled bays on either side. On the 

left-hand side is a large, mullioned, staircase window set in a rectangular-plan 
bay and on the right are two storeys of mullioned windows. On the left-hand 

corner is an octagonal turret and further gables at the end. There is a service 

wing at the West end. The roof has natural slates and the stacks are of granite 
ashlar. Adjoining the house is a stable wing which has a castellated entrance 
arch on the public road. 

 

R A, Int, Art, S 
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CW6 10301904 Barrow Bridge, 

Goresbridge 

Ballyellin & 

Tomdarragh 

A nine-arch road bridge over the Barrow. It was built in the 1760s after a 

devastating flood in 1763. It is built of rubble stone with granite voussoirs 
and triangular cut waters. It is a particularly elegant bridge gently rising to the 

centre. 

 R A, Tc, Art 

CW7 10301310 Sandbrook House Ballygarret or 
Sandbrook 

A five-bay, two-storey, early-18th century house with a pedimented breakfront, 
cement-rendered walls, a heavy cornice and granite, raised coigns. The square- 

headed, granite doorcase has a lugged architrave and large sidelights. The 

windows have late-19th century single-pane sashes but retain their granite, 
moulded sills and the roof is covered with natural slates. Two bay additions 

were made to the house on either side shortly after the house was built. The 

walls are also cemented rendered with raised, granite coigns and moulded sills 
to the windows. In front are low, quadrant walls and tiny, square-plan pavilions 

with pyramidal, slated roofs. The interior retains a panelled hall and original 
staircase. 

 R A, Int, U, R, 
Art, S 

CW8 10400413 Milford  Bridge, 

Milford  

Ballygowen 

& 
Clochristick 

A five-arch, hump-backed bridge over the Barrow dating from circa 1765. It 

is built of coursed-rubble granite with cutwaters, rusticated voussoirs and 
triple keystones. 

 R A, Tc 

CW9 10301306 Ballykealy House, 
Ballon 

Ballykealy A tudor-gothic revival house designed by Thomas Cobden about 1830. The 
house has a T plan with a tall, three-bay, three-storey façade which has gabled, 

advanced bays flanking a triple-arched loggia. The loggia is of granite ashlar 

and was originally open. Over it is a tall, triple-light window with rope 

moulding. The flanking bays have two storeys of tripartite windows over which 

are panels filled with exaggeratedly large, linked circles. The secret of this 

façade is the subtle gradation of planes which gives it depth and drama. The 
roof profile is particularly striking with a high-pitched roof, tall gables with 

granite coping, flanking turret-like pinnacles and very tall chimney-stacks. The 

walls are of smooth rendering painted and the windows have late-19th century 
sashes. There is a single-storey wing on the right-hand side and an arch into 

the yard. The rear of the house has a two-storey service wing. The interior 
retains original decoration. The immediate grounds are contained within a ha- 
ha. 

 R A, Int, Art 

CW10 10301645 No.1 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of six, three-bay, single-storey houses built of coursed-rubble granite, 
dated 1859 and 1860. The houses have hood moulds over the windows and 

doors. This terrace balances the terrace on the other side of the central terrace. 

The houses are fronted by a low granite wall. The houses have been 
individually renovated and therefore have different modern glazing and doors. 

 R A, Art 

CW11 10301645 No.2 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of six, three-bay, single-storey houses built of coursed-rubble granite, 
dated 1859 and 1860. The houses have hood moulds over the windows and 

doors. This terrace balances the terrace on the other side of the central terrace. 

The houses are fronted by a low granite wall. The houses have been 
individually renovated and therefore have different modern glazing and doors. 

 R A, Art 

CW12 10301645 No.3 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of six, three-bay, single-storey houses built of coursed-rubble granite, 

dated 1859 and 1860. The houses have hood moulds over the windows and 

doors. This terrace balances the terrace on the other side of the central terrace. 
The houses are fronted by a low granite wall. The houses have been 

individually renovated and therefore have different modern glazing and doors. 

 R A, Art 
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CW13 10301645 No.4 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of six, three-bay, single-storey houses built of coursed-rubble granite, 

dated 1859 and 1860. The houses have hood moulds over the windows and 
doors. This terrace balances the terrace on the other side of the central terrace. 

The houses are fronted by a low granite wall. The houses have been 

individually renovated and therefore have different modern glazing and doors. 

 R A, Art 

CW14 10301645 No.5 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of six, three-bay, single-storey houses built of coursed-rubble granite, 
dated 1859 and 1860. The houses have hood moulds over the windows and 

doors. This terrace balances the terrace on the other side of the central terrace. 

The houses are fronted by a low granite wall. The houses have been 
individually renovated and therefore have different modern glazing and doors. 

 R A, Art 

CW15 10301645 No.6 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of six, three-bay, single-storey houses built of coursed-rubble granite, 
dated 1859 and 1860. The houses have hood moulds over the windows and 

doors. This terrace balances the terrace on the other side of the central terrace. 

The houses are fronted by a low granite wall. The houses have been 
individually renovated and therefore have different modern glazing and doors. 

 R A, Art 

CW16 10301644 No.7 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 

rubble granite, dated 1862. In the centre of the terrace is a two-storey house 
with a large, half-octagon bow with a square-headed doorcase with a cornice 

and ribbed jambs. Over the doorcase is an oculus with keystones. The end 

houses have advanced, half-octagon bows both with Coade-stone coats of arms 
over square-headed doorcases. The gardens are fronted by low walls. The 

houses have been individually renovated and therefore have different modern 

glazing and doors. 

 

R A, Art 

CW17 10301644 No.8 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 
rubble granite, dated 1862. In the centre of the terrace is a two-storey house 

with a large, half-octagon bow with a square-headed doorcase with a cornice 

and ribbed jambs. Over the doorcase is an oculus with keystones. The end 
houses have advanced, half-octagon bows both with Coade-stone coats of arms 

over square-headed doorcases. The gardens are fronted by low walls. The 

houses have been individually renovated and therefore have different modern 
glazing and doors. 

 

R A, Art 

CW18 10301644 No.9 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 
rubble granite, dated 1862. In the centre of the terrace is a two-storey house 

with a large, half-octagon bow with a square-headed doorcase with a cornice 

and ribbed jambs. Over the doorcase is an oculus with keystones. The end 
houses have advanced, half-octagon bows both with Coade-stone coats of arms 

over square-headed doorcases. The gardens are fronted by low walls. The 

houses have been individually renovated and therefore have different modern 
glazing and doors. 

 

R A, Art 

CW19 10301644 No.10 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 

rubble granite, dated 1862. In the centre of the terrace is a two-storey house 
with a large, half-octagon bow with a square-headed doorcase with a cornice 

and ribbed jambs. Over the doorcase is an oculus with keystones. The end 

houses have advanced, half-octagon bows both with Coade-stone coats of arms 
over square-headed doorcases. The gardens are fronted by low walls. The 

houses have been individually renovated and therefore have different modern 

glazing and doors. 

 

R A, Art 
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CW20 10301644 No.11 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 

rubble granite, dated 1862. In the centre of the terrace is a two-storey house 
with a large, half-octagon bow with a square-headed doorcase with a cornice 

and ribbed jambs. Over the doorcase is an oculus with keystones. The end 

houses have advanced, half-octagon bows both with Coade-stone coats of arms 
over square-headed doorcases. The gardens are fronted by low walls. The 

houses have been individually renovated and therefore have different modern 
glazing and doors. 

 

R A, Art 

CW21 10301644 No.12 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 

rubble granite, dated 1862. In the centre of the terrace is a two-storey house 

with a large, half-octagon bow with a square-headed doorcase with a cornice 
and ribbed jambs. Over the doorcase is an oculus with keystones. The end 

houses have advanced, half-octagon bows both with Coade-stone coats of arms 

over square-headed doorcases. The gardens are fronted by low walls. The 
houses have been individually renovated and therefore have different modern 
glazing and doors. 

 

R A, Art 

CW22 10301644 No.13 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 

rubble granite, dated 1862. In the centre of the terrace is a two-storey house 
with a large, half-octagon bow with a square-headed doorcase with a cornice 

and ribbed jambs. Over the doorcase is an oculus with keystones. The end 

houses have advanced, half-octagon bows both with Coade-stone coats of arms 
over square-headed doorcases. The gardens are fronted by low walls. The 
houses have been individually renovated and therefore have different modern 
glazing and doors. 

 

R A, Art 

CW23 10301644 No.14 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 

rubble granite, dated 1862. In the centre of the terrace is a two-storey house 

with a large, half-octagon bow with a square-headed doorcase with a cornice 

and ribbed jambs. Over the doorcase is an oculus with keystones. The end 
houses have advanced, half-octagon bows both with Coade-stone coats of arms 

over square-headed doorcases. The gardens are fronted by low walls. The 
houses have been individually renovated and therefore have different modern 
glazing and doors. 

 

R A, Art 

CW24 10301644 No.15 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of nine, three-bay, single-storey estate cottages built of coursed- 

rubble granite, dated 1862. In the centre of the terrace is a two-storey house 

with a large, half-octagon bow with a square-headed doorcase with a cornice 
and ribbed jambs. Over the doorcase is an oculus with keystones. The end 

houses have advanced, half-octagon bows both with Coade-stone coats of arms 

over square-headed doorcases. The gardens are fronted by low walls. The 

houses have been individually renovated and therefore have different modern 
glazing and doors. 

 

R A, Art 

CW25 10301643 No.16 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of six, three-bay, single-storey cottages built of coursed-rubble 

granite about 1860. The windows and doors have hood moulds, and the roofs 
have natural slates. The houses are fronted by low granite walls. 

 R A, Art 

CW26 10301643 No.17 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of six, three-bay, single-storey cottages built of coursed-rubble 

granite about 1860. The windows and doors have hood moulds, and the roofs 
have natural slates. The houses are fronted by low granite walls. 

 R A, Art 
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CW27 10301643 No.18 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of six, three-bay, single-storey cottages built of coursed-rubble 

granite about 1860. The windows and doors have hood moulds, and the roofs 
have natural slates. The houses are fronted by low granite walls. 

 R A, Art 

CW28 10301643 No.19 Fennagh Estate Cottages, 

Fennagh 

Ballyknockan 

(Idrone East By.) 

A terrace of six, three-bay, single-storey cottages built of coursed-rubble 

granite about 1860. The windows and doors have hood moulds, and the roofs 
have natural slates. The houses are fronted by low granite walls. 

 R A, Art 

CW29 10301643 No.20 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of six, three-bay, single-storey cottages built of coursed-rubble 
granite about 1860. The windows and doors have hood moulds, and the roofs 

have natural slates. The houses are fronted by low granite walls. 

 R A, Art 

CW30 10301643 No.21 Fennagh Estate Cottages, 
Fennagh 

Ballyknockan 
(Idrone East By.) 

A terrace of six, three-bay, single-storey cottages built of coursed-rubble 
granite about 1860. The windows and doors have hood moulds, and the roofs 

have natural slates. The houses are fronted by low granite walls. 

 R A, Art 

CW31 10400506 Warehouse, (now apartments) 
Church Street, 
Leighlinbridge 

Ballyknockan 
(Idrone West By.) 

An L-plan warehouse of circa 1840 built of coursed-rubble stone with a 
mixture of limestone and granite blocks. The façade to Church Street is of nine 

bays and five storeys with brick dressings to the openings. The openings are 

surprisingly small. The new roof looks very well with large dormers resting on 

the original cornice. 

 R A 

CW32 10400507 E. Cullen & Sonôs 

Milford Street, 

Leighlinbridge 

Ballyknockan 

(Idrone West By.) 

A seven-bay, five-storey, gable-ended warehouse of circa 1830, built of 

coursed-rubble stone rendered on the ground floor and on the area above the 

cornice. There is a simple, traditional, timber shopfront and an elliptical- 

headed carriage arch on the ground floor and the openings have shutters which 
are brightly painted. At the North end is an additional range set right-angles to 
the original warehouse. It appears to have been built at two periods and has 

walls of larger blocks of stone and has a hipped roof. 

 R A 

CW33 10400508 Barrow Bridge, 
Leighlinbridge 

Ballyknockan 
(Idrone West By.) 

& 

Leighlinbridge 

A very fine, eight arched bridge, over the river Barrow. It dates from 1789 and 
has triangular-shed cutwaters and round-headed arches. It is said to be a 

rebuilding of a bridge of 1650. The parapet wall on the North side was removed 

in the 1980s to provide a cantilevered pavement which has an iron railing. The 

bridge is noticeably hump-backed due to the fact that it rises from a level close 
to the level of the river  

N A, Tc, H 

CW34 10302233 Ballyteigelea Bridge Ballyteigelea 

(Idrone East By) 

Ballyteigelea bridge dates from circa 1765 and has five arches with rusticated 

voussoirs, triple keystones, triangular cut-waters and a parapet set above a 

string-course. 

 

R A, Tc 

CW35 10302001 Hollybrook House, 

Myshall 

Bealalaw A five-bay, two-storey, gable-ended house of circa 1765 with painted, rendered 

walls, a pedimented breakfront with a granite, pedimented doorcase, round- 

headed window in the first floor and a half-moon window in the tympanum. 
There is a return for the staircase and a modern extension to that return. The 

high-pitched roof has end stacks and is covered with natural slates. The 
windows have unsuitable modern glazing bars.  

R A, Int, Art, S 
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CW36 10400803 Borris House Chapel, 

Borris House, 
Borris 

Borris The chapel is a three-bay church designed in the tudor-gothic style by the 

Morrisons and was once linked to the house. The section between the house 
and the chapel was demolished in the 1950s. The chapel is built of coursed- 

rubble granite with an undercroft, tall, transom and mullioned windows, a wide 

perpendicular window at the East end, crenenellations and a turret over the 
entrance at the West end. The interior retains its original fittings and rib-vaulted 
ceiling. 

 

R A, Int, Art 

CW37 10400802 Borris House, 
Borris 

Borris The house is on the site of a late-medieval castle which was sited in front of 
the present house. The cellars of the castle survive running out in front. The 

house is an 18th century structure remodelled by the Morrisons in the early 19th 

century in their tudor-gothic revival style. It has a seven-bay, three-storey 
façade with corner towers and a gothic, arched porch. The house is covered 

with patent cement and highly decorative embellishments including drip labels 

and heraldic heads hinting at the historic past of the Kavanagh family. Apart 
from the tall, tudor stacks the roof is hidden by a tall parapet decorated with 

blank tracery and topped with finials. Later additions were made at the rear in 
the 1840ôs with billard rooms and additional accommodation. The interior is 
classical with very fine neo-classical plasterwork designed by the Morrisons. 

 

N A, H, Int, Art 

CW38 10300310 DôIsraeli School, 
Bough, 

Rathvilly 

Bough A late Palladian composition which dates from 1826 with the masterôs 
residence in the centre flanked by classroom blocks. The centre has a two-bay 

façade, though it is in fact a two-storey building, with two bays of sash 

windows set in tall, blank arches above which is a long plaque. The walls were 
lined and cemented at a later date but the original, simple cornice with blocking 

course survives surmounted by a panel with clock and louvered bellcote. 

Flanking the centre are recessed doorcases, with pitched canopies over the 

doors, and single-bay, classroom wings with pedimented breakfronts and 

round-headed windows set in recessed arches. These windows have unsuitable 

uPVC glazing. The roofs are hipped and covered with natural slates and there 
is a single stack on the central block. The school is an early work of Joseph 
Welland. 

 

N A, S, Art 

CW39 10301317 Mill  Park, 

Aghade, 
Tullow 

Carrickslaney A three-bay, two-storey, gable-ended house said to date from 1650. It has a T 

plan with the return added at a later date. It has remarkably thick walls which 
suggests a seventeenth century date. The walls are rough cast and there is a 

square-headed, granite, blocked-architrave doorcase dating from the eighteenth 

century flanked by wide sidelights. The roof is slightly high pitched and there 
are substantial, granite stacks. The 19th century glazing has been replaced with 
modern windows during recent renovations. 

 

R A, Int, S 

CW40 10300742 Castletown Castle Castletown A five-bay, two-storey, tudor-gothic revival house of circa 1835 which 

incorporates a late-medieval tower house and a house of circa 1750. The 1750 

house is clearly seen from the rear and has a gable-ended roof and full-height 

return. This part of the house retains its original joinery. Daniel Robertson 
extended the house and used granite ashlar with all his hallmarks of drip- 

labelled, mullioned windows, dormers, turrets, bracketed eaves, moulded 

coping, pinnacles and high-pitched roofs to bring all the existing elements 
together into a cohesive tudor-gothic composition. The house retains its 
original sash windows and natural slate roof. 

 

R A, Int, Art, S 

CW41 10300743 Castletown Castle 

Stables 

Castletown The stable yard comprises four individual ranges built at different times. The 

most important is a three-bay, coach house of circa 1800, with a façade of 
granite ashlar with three carriage arches with rusticated dressings and a roof of 

natural slates. The central arch has a Coade-stone keystone while the other two 
have granite, scroll keystones. The range on the East side of the yard is built of 
coursed-rubble granite and has three, brick-dressed, carriage arches. The other 

 

 

R A, S 



Record of Protected Structures 

10 | P a g e 
Proposed Draft  Carlow County Development Plan 2022-2028 

 

 

    ranges are also of coursed-rubble, stone rendered and are of less architectural 

importance but nevertheless make up a complete square. 

   

CW42 10300726 Culm Crusher, 

Ballinacarrig 

Chapelstown A granite wheel with iron handle for turning the wheel round a post. The 

crusher is thought to date from the mid-19th century. 

 

R Tc 

CW43 10300705 Clogrennan House, 
Clogrennan 

Clogrennan The ruins of a five-bay, three-storey country house built about 1815 and 
dismantled in the 1950s. It is a very fine example of neo-classicism and is built 

of lime-rendered, coursed-rubble granite with a pedimented breakfront, a 

tripartite, ashlar granite door case, large granite, Wyatt window on the first 
floor and a smaller Wyatt window on the second floor. It has raised coigns on 

the breakfront and the corners of the house and a simple cornice for the eaves. 

The rear elevation has a three-storey bow which is now ivy covered. The house 
is probably an early work of Thomas Cobden. 

 

R A 

CW44 10400713 Derry River Bridge, 

Clonegall 

Clonegall A very fine late-18th century bridge of five arches, and possibly further flood 

arches, with granite ashlar voussoirs and triangular cut waters 

 R A, Tc 

CW45 10400702 St. Brigidôs Catholic Church Clonegall A five-bay single-cell church of circa 1830 with painted, rough-cast walls, tall, 

pointed windows and a West front with a breakfront, pointed doorcases, corner 
pinnacles and an elaborate bellcote with pinnacles and a central spirlet. The 

pitched roof has natural slates. The interior retains a tall, Corinthian reredos 

and a decorative plaster ceiling. The church was extensively renovated circa 
1975. The original doorcase of the main west door has been removed. 

 R A, Int, Art 

CW46 10301620 Holloden, 

Royal Oak, 

Bagenalstown 

Clorusk Lower A mid-eighteenth century house of circa 1760, of three bays and two storeys 

over a basement with a pedimented breakfront, round-headed, granite doorcase 

with Doric pilasters and architraved head and sidelights. The first floor has a 
round-headed window also with flanking windows. The door is approached up 

a tall flight of steps. The rear elevation has tall, round-headed windows on the 

ground floor and a wide, formerly tripartite window in the centre of the first 
floor. The walls are built of rubble stone with lime rendering. The roof is 

hipped with natural slates and there are end stacks. The interior has a very 

interesting panelled hall with pilasters defining the panels. The house is now 
derelict and has been partially burnt. There is a low, quadrant, curtain wall 

which leads to an octagonal dovecote. The yard buildings are built of rubble 

stone, lime-rendered with granite doorcases and windows in half-moon shapes. 
These have been described as oriental in style and are most unusual. 

 

R A, Int, U, Art 

CW47 10301818 St. Lazerianôs Catholic Church, 

Kildavin 

Crowsgrove A five-bay, single-cewll barn church of circa 1830 with painted, rough-cast 

walls and pointed windows with Y tracery, renovated circa 1875 with a bellcote 

added. There is a simple, pitched-roof porch. The church was renovated circa 
1975. 

 R A, Int, Art, S 

CW48 10302003 Drumfea Catholic Church, 

Drumfea, 
Myshall 

Drumfea A very good example of an early barn church in very good condition. The 

church has a cruciform plan and because of it awkward site the nave is shorter 

than the transepts. The walls are painted and smooth rendered and there are 

wide, square-headed, granite doorcases that are painted. The windows are 
pointed and the roof is covered with natural slates. The church is dated 1810. 
The interior is well preserved with three galleries with simple piers and a 

 R A, Int, Art, S 
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    balustraded gallery front. The ionic reredos has an open, segmental pediment 

and is a rare survival. Flanking the chancel are decorative frames on the walls. 
The ceiling has some original decorative plasterwork. Beside the church is a 
mid-19th century, cast-iron belfry and a Marian statue of 1954. 

   

CW49 10301632 Dunleckney Manor, 
Dunleckney, 

Bagenalstown 

Dunleckney Dunleckney Manor is the finest example of Daniel Robertsonôs work in the 
tudor-gothic revival style. It was commenced in circa 1845 and completed 

about 1860. The house is built with a beautiful quality, silvery granite and has 

a compact façade of three bays and two storeys with the central bay advanced, 
an elaborate, pointed doorcase with an oriel window above that rises well into 

the gable. The flanking bays also have oriels over mullioned windows on the 

ground floor. There is a tall, octagonal tower on the right-hand corner. The 
garden front on the South side is asymmetrical with mullioned windows, 

dormers and a short wing jutting out at the end. The walls are ornamented with 

string courses and decorative, blind-tracery panels carved in granite. The roof 
is particularly impressive with a forest of tall, tudor stacks. The interior 

contains a panelled, imperial staircase with arcaded galleries, groin-vaulted 

ceilings and panelling and important, seventeenth century, architectural 
salvage from the chancel of Kilkenny Cathedral. There is a service wing at the 

rear. The house was saved from decay in the 1980s and is now in good 
condition. 

 

N A, Int, S, Art, 
H 

CW50 10400710 Huntington Castle, 

Clonegall 

Huntington An early 17th century semi-fortified house with walls of coursed-rubble stone 

and a distinct batter, simple crenellations and diminutive bartizans on the 
corners of the front façade. The house was remodelled in circa 1725 when four 

bays and three storeys of windows were inserted. These have shallow reveals 

but the sashes were replaced about 1880. A crenellated, enclosed porch was 

added to the front and a full -height bow at the rere. The interior of the original 

house has timber dividing walls, panelling, ceilings and staircase dating from 

circa 1725. Further additions were made about 1880 at the rear with an 
asymmetrical, seven-bay, two-storey range with a crenellated parapet and 

conservatory. The basement has a Temple of Isis which was created in the latter 

half of the twentieth century. The yard contains stables of coursed-rubble stone 
with Bunclody slate roofs and other buildings. The formal gardens date from 
circa 1675 and have terraces, canals and yew walks. 

 

N A, Int, Art, H 

CW51 10300723 Browneshill House Stables, 
Browneshill 

Kernanstown A very fine, quadrangular stable complex built in the 1840s of near-ashlar 
quality of squared granite blocks. The façade is of seven bays and two storeys 

and has a pedimented breakfront with a segmental-headed carriage arch 

flanked by channelled piers. The façade is terminated by further, pedimented, 
advanced bays with tall, blank arches containing tall, sash windows with 

twelve panes in each sash. The ground floor has a series of arches ï one with a 

doorcase and the others blank. The roof is covered with natural slates and there 
are granite chimneystacks. 

 

R A, S, Art 

CW52 10300724 Browneshill House Kernanstown An important, classical house built in 1763 with a six-bay, three-storey façade 

over a deep basement. The façade is of granite ashlar with a two-bay, 

pedimented breakfront with raised coigns to the breakfont and the ends of the 
façade and other walls finished with lime rendering. The rear façade has a full - 

height, half-hexagon bow. The windows on the façade have granite, lugged 

architraves while those on the other fronts have plain block and start granite 
dressings. All windows have small paned sashes which appear to be original. 

The hipped roof is obscured by a high parapet resting on a heavy cornice. An 

enclosed porch was added to the house in 1842 and has a wide pediment 

supported by a hexastyle, Tuscan Doric portico with full entablature. The porch 
is flanked by a granite balustrade round the basement area. The interior has its 
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    original decoration including a superb, rococo, decorative-plaster ceiling and 

full -height, open-well staircase. 

   

CW53 10400615 Bagenalstown Train Station, 

Bagenalstown 

Kilcarrig Bagnelstown Railway Station is one of the finest station compositions in 

Ireland. Though small, it is richly detailed and ingenious in its classical, 

Italianate design. The main building has a five-bay, two-storey façade with a 
wide, three-bay, pedimented breakfront, tall segmental-headed windows on the 

ground floor, a balcony and smaller windows on the first floor. Flanking the 

breakfront are carriage arches with bold, monolithic piers and oculi on the first 
floor, a heavy cornice and a low-pitched, gable-ended roof with end stacks. 

Flanking the building are pedeimented pavilions with round-headed windows. 

The station is built of limestone ashlar with granite dressings. The rear façade 
facing the platform has a single-storey, passenger shelter with monolithic, 

granite piers supporting a slated roof and flanking pavilions with pedimented 

breakfronts. 

 

R A, Art, S 

CW54 10301801 River Slaney Bridge, 

Kilcarry, 
Clonegall 

Kilcarry & Craan A fine, hump-backed, five-arch bridge built of granite with ashlar voussoirs 

and cut-waters. It dates from circa 1800. 

 R A, Tc 

CW55 10302236 Kilcoltrim House, 

Kilcoltrim, 
Borris 

Kilcoltrim A dramatic ruin of a seven-bay, three-storey, early-18th century house built on 

a hillside to the north of Borris. Though in ruins it is possible to see the unusual 
plan where the staircase ramps are enclosed in separate walled spaces in the 

heart of the building. This plan has not known to have been used elsewhere in 

Ireland. 

 R A, Int 

CW56 10301604 Killinane House, 
Leighlinbridge 

Killinane A very important country house of the middle size dating from circa 1765. It 
has a gable-ended façade of five bays and two storeys with bow ends. The walls 

have recently been rough cast which would have replaced the original lime 

rendering, retaining earlier, cement, parallel raised coigns. The pedimented, 
granite doorcase is a set-piece undoubtedly from a copy book and has, side 

lights, channelled piers, brackets supporting the pediment and a timber 

fanlight. The windows, with their granite sills, have recently-inserted uPVC 
glazing. Behind the front range is an earlier house which has a high-pitched 

roof and projecting, end stacks. The roof of the front range has recently had the 

Bunclody slates replaced. No stacks are visible from the front as they rest on 
the central, spine wall. The roof of the older part of the house has been reslated 

in recent years. The yard buildings date from the mid-18th century and have 

granite doorcases with classical features executed in a rustic fashion. These are 
particularly interesting and rare. 

 

R A, Int, Art 

CW57 10400830 Borris Viaduct, 
Borris 

Knockagundarragh or 
Scorteen 

Sixteen-arch limestone built former railway viaduct, c. 1860. Now closed. 
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CW58 10400511 Steward Lodge, 

Fair Green, 
Leighlinbridge 

Leighlinbridge A small, three-bay, two-storey country house with a basement, dating from 

circa 1750. The façade has a steep-pitched, floating pediment containing an 
oculus. The walls are rough-cast with granite dressings including raised coigns, 

a base-mould, string-course on the first-floor level, a cornice and windows with 

lugged architraves and triple keystones. The windows on the front façade have 
six-pane sashes while those on the rere have been altered in the early 19th 

century to mullions. A tetrastyle, Doric porch in granite ashlar was added about 

1835 as well as a full-height bow at the rere. The roof is hipped with natural 
slates and a pair of chimney-stacks. There is a gazebo in the grounds and the 

grounds are entered through an arch. 

 

R A, Int 

CW59 10400510 Higginôs , 

Main Street, 

Leighlinbridge 

Leighlinbridge A three-bay, three-storey, gable-fronted house of circa 1700, built of brick and 

later rough cast. The roof is high pitched and covered with asbestos slates and 

there is a central, brick stack. The walls have raised coigns of cement and string 
courses. The windows are tall on the first floor showing that it is the piano 

nobile. The house was altered about 1830 and a wide, elliptical-headed 

doorcase added on the left-hand side and a simple shopfront inserted. The 
house is difficult  to date but the pitch of the roof, the gable on the front and the 

use of brick suggests a date of circa 1700 if not earlier. 

 

R A 

CW60 10300410 Lisnavagh House, 

Rathvilly 

Lisnavagh A tudor gothicïrevival house of circa 1847, designed by Daniel Robertson, 

truncated and rebuilt in 1953 by Alan Hope. Prior to the remodelling the house 

was very big. The main reception rooms were demolished in the remodelling 
leaving the rear section of the house. The house has an irregular plan and is 

built of granite ashlar with a porte cochere, wide, bay windows, mullioned 

windows, parapet walls and gables with finials. The roof is covered with 

natural slates and there are tall, tudor stacks. 
The remodelling was very successful. 

 

R A, S, Int, Art 

CW61 10301911 Lorum Church of Ireland Church, 

Lorum, 

Bagenalstown 

Lorum An unusual, late First Fruits church designed by Frederick Darley circa 1838 

in a gothic-revival style not dissimilar from the work of John Semple. It is built 
of coursed-rubble granite with a long, seven-bay nave with a rectangular 

chancel, tall, pointed windows set between buttresses which are topped with 

finials that look like small chimney-stacks. The slated roof is largely hidden by 
a tall parapet. The fine, West tower and broach spire was added in 1862 and a 

vestry was added at the same time. The tower is in two stages, is built of granite 

ashlar with well-detailed, thirteenth-century, gothic revival windows.The gate 
piers are also by Darley and reflect the detailing on the church.In the graveyard 

is a fragment of an earlier church possibly dating from the 18th century. This 
should also be protected. 

 

R A, Int, H, S, 

Art 

CW62 10400605 Post Office, 

Main Street, 
Bagenalstown 

Moneybeg A three-bay, double-height post office designed in a classical style with a full - 

width pediment giving the effect of an engaged portico. It has wide, brick piers 
supporting an ionic, broken-base pediment with modillion blocks and a 

keystone for the round-headed, central arch. The windows and doorcase are set 
between the piers and the central window is framed by an architrave. On the 

left-hand side is a single-storey wing of three bays with painted and rendered 

walls and a parapet. The post office dates from circa 1915 and may be the work 
of Harold Leask. 

 

R A, Art 

CW63 10400607 St. Maryôs Church of Ireland, 

Church Street, 
Bagenalstown 

Moneybeg A large, cruciform-plan church with a three-stage West tower. The church is 

built of granite ashlar with tall, pointed windows with diamond panes, diagonal 
buttresses crowned with crenellated pepper-pots and a roof of natural slate 

supported by granite brackets. The tower also has diagonal buttresses, a pointed 

doorcase, pointed windows, English-style crenellations and pinnacles. The 
interior contains wall monuments. The church is in the First Fruits style and 
may date from as late as 1845. It is possible that it is by Thomas Cobden. 
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 CW64 10400608 Courthouse, 

Bagenalstown 

Moneybeg The Court House is an ionic temple unusually placed so that it faces away from 

the street and overlooks the buildings lower down the hill. It is set on a raised 
base with an ionic portico and is modelled on an original classical design. At 

the rere is a single-storey building with painted rendering, round-headed 

windows with Georgian panes, a doorcase now square-headed but originally 
round-headed, a granite entablature with cornice and blocking course and a 

hipped roof hidden behind a parapet. On the streetline is a low, granite wall 
with mid-19th century spiked railings. 

 

R A, H, S, Art 

CW65 10400612 Rudkinôs Mill,  

Bagenalstown 

Moneybeg A mill  of two dates- the first of circa 1775 And the second of circa 1850. The 

original mill is built of coursed-rubble, local stone with granite coigns, huge 

blocks of granite for the lintels and has an L plan. The later addition is taller 
and is built of coursed-rubble limestone with granite coigns. The mill  is now a 

shell. 
 

R A, S, Tch 

CW66 10300702 Erindale, 

Mortarstown Upper 

Mortarstown Upper A very interesting, small house of circa 1800 having a mixture of classical and 

gothick-revival features. The seven-bay, two-storey façade is built of brick 
with large, full-height, three-bay bows, a string course over the ground floor 

and raised coigns. The doorcase has a wide, leaded fanlight which is original 

and covers the sidelights. Over the doorcase, on the first floor, is a Venetian 
window with a pointed window in the centre. The windows on the ground floor 

are all pointed with sashes and switch-track tracery in the heads. The windows 

on the first floor are all pointed and all windows have painted architraves and 
retain much of the original glass. The low-pitched, sprocketed roof has small 

slates, exceptionally wide eaves and a pair of stacks. The house is flanked by 

screen walls with niches. To the rear of the house is a two-storey wing which 
appears to be a later addition. 

 

R A, Int, S, Art 

CW67 10301711 Church of Christ The Redeemer, 

Church Of Ireland, 
Myshall 

Myshall A miniature cathedral church built as a memorial in the early years of the 20th 

century. It has a cruciform plan with nave, transepts, chancel, baptistery and 
West tower with spire. The walls are of limestone ashlar with exceptional 

detailing and the interior is particularly rich and includes a statue of the 

deceased. The church was designed by George Coppinger Ashlin. The church 
is an amazing, set piece which means that every detail in the church is an 
integral part of the whole and must be preserved. 

 

N A, Int, S, Art 

CW68 10301638 St. Patricks Catholic Church, 

Newtown 

Newtown 

(Idrone East By) 

A very important, early-19th century barn church in an early, gothic-revival 

style. The church dates from circa 1830 and has a T plan. It is built of coursed- 
rubble granite with a gabled, threeïbay façade which has a four-centred 

window in the centre, flanked by quatre-foil windows over four-centred 

doorcases. The gable is crennelated and has buttresses with pinnacles ï the 

corner buttresses are diagonally set. In the centre is a bellcote surmounted by a 

cross. The nave has three bays of pointed windows and the transepts have a 

single window each with further, four-centred doorcases. The windows are 
dressed with brick which have been cemented over. The ends of the transepts 

have further gables surmounted by crosses and with pinnacled buttresses. In 

the centre of the façade is a mosaic of the Blessed Virgin, dated 1954, 
celebrating the Marian year. The interior has retained the three galleries, has a 
gothic reredos and decorative plasterwork on the ceiling. 

 

N A, H, S, Int, 

Art 

CW69 10300206 Oak Park House, 

Oak Park Demesne, 
Oak Park 

Oakpark or 

Painestown 

An opulent neo-classical composition dating from circa 1832 designed by Sir 

Richard and William Vitruvius Morrison. Their work completely remodelled a 
house of circa 1760 and encased it in granite ashlar. The façade is of five bays 

and two storeys and has a magnificent, ionic portico, cornice and balustrade. 

The garden front has a pair of single-storey, balustraded bows. Laterally-placed 
wings, which are connected by colonnades of square-plan piers, were added by 

McCurdy and Mitchell between 1876 and 1879. Further alterations were 
carried out after a fire in 1902. The detailing on the house is superb with crisp, 
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    granite carving of the Morrison designs maintained by the remodelling in the 

1870s when plate-glass sash windows were inserted. 

   

CW70 10300209 Entrance Gates, 

Oak Park Demesne, 

Oak Park 

Oakpark or 

Painestown 

A triumphal arch in granite ashlar with paired ionic columns flanking the arch 

and supporting a full  entablature. In front of the arch is a walled carriage turn. 

The arch has lost the magnificent iron gates in recent years and the lodge has 
been demolished. The arch is a design by Sir Richard and W.V.Morrison about 

1835.  

N A 

CW71 10301101 St.Lazerianôs Cathedral, 
Old Leighlin 

Old Leighlin A complex building commenced circa 1200 with massive walls and a short, 
central tower crowned with Irish crennelations. The asymmetrically set 

windows date from different periods. Particularly impressive is the East 

window with its switch-track mullions. The church is largely medieval but 
restored in 1843 and again in 1974. There is a chapter house on the North side. 

The churchyard is entered through a three-arched gateway. The church is of 

particular interest as it is a roofed, medieval building. Being hidden in a narrow 
valley makes the church evocative of the medieval period. 

 

N A, H, Int, S, 
Art 

CW72 10300308 Philipstown Manor, 

Kineagh 

Philipstown A very important, early-18th century house of seven bays and two storeys over 

a basement with a T plan. The walls of the house have a distinct batter and the 
façade has a three-bay breakfront with a high-pitched pediment. The walls were 

rough cast in recent years but the original, granite detailing survives and is of 

very high quality with a simple basemould, a platband over the ground floor, 
frieze and cornice. The square-headed, architraved doorcase, approached by a 

flight of granite steps, has a strong cornice and all the windows have moulded, 

granite sills ï including those on the rere of the house. There is a round-headed 
window in the tympanum. All the windows retain the sashes that replaced the 

originals in circa 1820 and most of the glass is the original crown glass. The 

roof is hipped and covered with natural slates. (The roof was reslated in the 
recent past). There are two-bay, single-storey wings flanking the house which 

date from the early 19th century, have white-washed walls and altered 
fenestration. The return on the rear contains the staircase. The design of the 

house is particularly interesting in that though it has the breakfront of a 

Palladian house the pitch of the pediment has more in common with the 
seventeenth century. 

 

R A, Int, Art, S 

CW73 10300305 Duckketôs Grove Rainstown Duckettôs Grove, though a ruin, is one of the most interesting and significant 
gothic-revival houses in the country. The ruins enable one to see the 

development of the house from a mid-18th century Palladian house, though the 

first gothicisation of circa 1825 by Thomas Cobden to the later additions of 

circa 1845 by J.McDuff Derick. The massive classical door-case of the first 

house survives inside the ruins. The Cobden work is rendered in patent cement 

and includes an oriel window over entrance and a full -height bow on the North 
East corner, while the later work, which includes a slender viewing tower, 

entrance to the stables and curtain walls is executed in granite ashlar. 

 

N A, H, Art, S, 

Tc 

CW74 10300309 Beechy Park, 

Ricketstown, 
Rathvilly 

Ricketstown or 

Bettyfield 

A very unusual house being an early-18th century classical house from the 

school of Sir Edward Lovett Pierce remodelled about 1825. The house has 
essentially matching facades ï front and back- of five bays and three storeys 

over a basement. The walls are lime rendered and painted, there are platbands 

between each floor, raised coigns up to the first floor and a heavy cornice. The 
granite, square-headed doorcase at the front of the house, approached up a 

flight of granite steps which have carved lips, has a remarkable, pulvinated, 

carved frieze. The panelled door is original and the tetrastyle, Doric, granite 
porch dates from circa 1825. The sash windows have a large proportion of the 

original crown glass. The central window of the first floor on both facades has 
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    a granite aedicule with a bracketed cornice and there is a diocletian window 

on the top floor. The rear façade is similar though the doorcase is different 
having banded ionic pilasters and a triple keystone (This is a remarkable design 

and shows the hand of a superb architect). The side elevations are slate hung 

and there are end stacks set against the hipped roof which has oversailing eaves. 
This roof probably dates from the early-19th century and is covered with small, 

natural slates. The interior of the house was remodelled about 1825. 

   

CW75 10300304 Duckettôs Grove Gate Lodge, 

Russelstown Cross 

Russellstown The double entrance arches and lodges were designed in a gothic-revival style 

by J.McDuff Derick about 1840. This structure is difficult to describe but is a 

mixture of walls, buttresses, towers and crennelations with lancet windows and 
heavily mullioned windows. This is possibly the most elaborate entrance to any 

estate in Ireland and is of considerable architectural importance. 

 N A, Art, S, Tc 

CW76 10301707 Sherwood Park, 

Ballon 

Sherwood Park Sherwood Park is an important, Palladian composition of circa 1750, with a 

house flanked by barns. The façade is of five bays and two storeys over a 

basement, of granite ashlar with a pedimented breakfront, pedimented doorcase 
with a blocked architrave and the original raised, fielded panel door, sidelights 

which are the same height as the other windows on the ground floor, Venetian 

grouping on the first floor and a small, half-moon window in the pediment. The 
windows have late-19th century sashes with large panes of glass. The façade 

has raised coigns and a cornice. The house has a high basement and high 

ceilings thereby giving the façade noble proportions. The rere façade and the 
East, gable walls are slate hung. The roof is high pitched and has end stacks 

which are cemented and cut down from their original height. The wings are 

built of coursed-rubble stone with small stones fitted between the larger stones 

for decorative effect. They are of three bays with blank Venetian windows in 

the centre, blank oculi and blank windows. The wings have recently been 

reroofed. 

 R A, S, Int, Art 

CW77 CW61-5- 

725781 

Lime Kiln/Cooling Tower, 

Former Sugar Factory, 
Athy Road, 

Carlow 

Strawhall The cooling tower is a distinct landmark in the vicinity of Carlow Town. It is 

a most impressive structure. There may be similar structures in Mallow & 
Tuam but this was the first sugar factory in Ireland and led the way in the 

technology of sugar beet refining. 

The cooling tower has great potential as a viewing platform to see the town of 
Carlow and a centre for the recall of the industrial and historical past of Carlow. 

 

N Sc, I, H 

CW78 CW61-5- 

725781 

Strawhall House, 

Athy Road, 

Carlow 

Strawhall Straw Hall House is a classical composition with a house flanked by wings. 

The main house has a five-bay, two storey façade over a basement. The roof 

is high-pitched with natural slates and has end stacks. The Walls have rough- 

cast in recent years but the windows retain single-pane, timber sashes. The 
round headed, limestone door case dates from the early 19th century and has a 

delicate architrave and is approached up a wide flight of steps. The wings have 

half-hexagon bows and contain tall windows. The single bay links to the wings 
contain round headed door cases similar to the main door case. The back of 

the house has been much altered. Across the yard is a fine range of stables 

which dates from the early 19th century and has a pedimented centre piece 
which formerly contained a tall carriage arch. The stables and house together 

make a very fine composition. The house dates from the mid 18th century 

having a high pitched roof and a rhythm to the fenestration, which dates from 
that period. It was remodelled and had the wings and stables added in the early 

19th century ï possible circa 1810. It belonged to the Bruen Family who 

employed Sir Richard Morrison at Oak Park and it is possible that he had a 
hand in the remodelling of the house. 

 

R A, H 
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CW79 

 
PROPOSED FOR 

DELETION 

CW61-5- 

725781 

Former Dock, 

Former Sugar Factory, 

Strawhall 

Strawhall The harbour  is a relatively modern construction having concrete walls and 

an iron bridge over the entrance. The inner part  of the harbour  has been 

filled in so only the entrance at the river bank remains. 

 

R Sc, I 

CW80 10400327 Gate Lodge, 

St. Austins Abbey, 

Tullow 

Tullowbeg The gate lodge to St Austinôs Abbey dates from circa 1856 and was designed 

by Deane and Woodward. It is built of large, squared blocks of granite placed 
at random. It has a single storey of three bays with an enclosed porch and an 

exceptionally, high-pitched roof of natural slate, with granite brackets under 

the eaves, granite dormer windows with high-pitched roofs and exceptionally 
tall, granite stacks. The ground-floor windows have single granite mullions. 

uPVC windows have been inserted recently. The building is in a French gothic 

revival style very similar to St. Annôs Schools in Molesworth Street, Dublin 
which were demolished in the 1970s. 

 

R A, Art 

CW81 10400320 The Cottage, 
Dublin Road, 

Tullow 

Tullowphelim A detached, single-storey house with an L plan at the front and wings flanking 
the centre of the house at the rere making it a U plan at the rere. It has 

whitewashed walls and wide windows and a slated, sprocketed roof with wide 

eaves which are supported on slender piers. The wings at the rear are of two 
storeys. The house appears to date from circa 1840 and renovated in the mid- 

20th century as the columns were replaced and an iron framework attached to 
the walls to allow creeping plants to grow against the walls. The profile of the 
house and the general, rustic character make it important. 

 

R A 

CW82 10400325 Slaney River Bridge, 
Tullow 

Tullowphelim 
& 
Tullowbeg 

Four-arch road bridge over river, c. 1855, with triangular cut waters. 

 

R A, Tc, Art 

CW83 10400321 The Coachhouse, 

Dublin Road, 

Tullow 

Tullowphelim A very fine, architect-designed stable block of circa 1840 facing the Rathvilly- 

Tullow road. It has a U plan and is built of coursed-rubble granite with gabled 

wings which have blank, segmental-headed carriage arches with brick 
dressings to the heads of the arches. Over the arches are small, brick-dressed 

windows while the gables have finely dressed granite coping. The roof of the 
stables is now in very poor repair.  

R A 

CW84 10400313 Water Ballifôs Hut, 

Tullow 

Tullowphelim A square-plan watch hut of coursed-rubble granite with open windows and 

door and steps to the roof. The hut dates from circa 1835 and is an unusual 

structure. 

 

R A, U, R 

CW85 10400324 Tullow Methodist 
Church/Musuem, 

Bridge Street, 

Tullow 

Tullowphelim A simple, three-bay, gable-ended, single-cell conventicler of circa 1840, built 
of coursed-rubble granite with a high basement. The pointed doorcase has a 

granite architrave and is approached up a tall flight of steps which divide at the 

bottom. The side windows all have brick dressings, are pointed for the hall and 
square-headed in the basement. The roof has wide eaves and is covered with 
natural slates. 

 

 

R A, S 

W86  Church Hall, 
Aghade 

Aghade A three-bay, single-storey hall built of large, squared blocks of coursed 
granite. The windows have modern uPVC glazing. The hipped roof is covered 

with natural slates. The hall dates from circa 1900. 

 

R A, S 
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CW87 10301316 National School, 

Aghade, 
Tullow 

Aghade A symmetrical composition of six bays and a single storey with a square block 

in the centre which is higher than the rest. The centre has a granite front with a 
blank arch containing a granite plaque which has no inscription. The walls are 

all rough cast and the windows have been altered. The roof is hipped and slated 

while the central roof is pyramidal and has flanking, granite ashlar stacks. The 
school dates from circa 1830.  

L A, S 

CW88 10301315 Church of Ireland Church, 
Aghade, 
Tullow 

Aghade A First Fruits church with a three-bay nave, polygonal-plan chancel, West 
tower and spire. The church is on an ancient site, dates from circa 1780 and was 

renovated about 1810 and again about 1870 when the chancel was added. The 

nave has rough-cast rendering with mullioned windows of circa 1870, granite 
coping and pitched roof with natural slates. The slender, three-stage tower is 

rough-cast with a pointed doorcase, granite, clasping buttresses and a granite, 

ashlar spire with robust pinnacles. 

 

R A, Int, S, Art, 
H 

CW89 10301326 Altamont House Altamont A mid-18th century house of seven bays and two storeys over a basement with 

a full-height, half-hexagon bow on the front and a D-shaped bow at the rear. 

The walls are of coursed-rubble rendered now largely covered with Virginia 

creeper which makes observation difficult. The house was redecorated in the 
early 19th century when the Doric doorcase and radial fanlight were added. The 

front door also dates from this period. The house was added to in 1871 at both 

ends, dummy gables with crow-steps and blank windows, architraves and 
keystones to windows. The sash windows have six panes in each sash on the 

ground floor and three panes in each sash on the first floor. The roof is covered 

with natural slates. There are service and yard buildings to the right-hand side 
of the house. 

 

R A, Int, S, Art, 

H 

CW90 10301326 Entrance Gates, 

Altamont House 

Altamont Tall, granite piers with base moulds and cornices flanked by quadrant walls 

dating from the mid-18th century. These gates are included as part of the 

curtilage Altamont House. 

 

R A 

CW 91 10301326 Entrance Gates, 
Altamont House 

Altamont Very fine mid-18th century entrance gates of granite ashlar with banded 
columns, base-moulds and cornices surmounted by balls, pedestrian gates and 

quadrants terminated by lower piers. The wrought-iron gates date from the 18th 

century. These gates are included as part of the curtilage Altamont House. 

 

R A 

CW92 10301325 Old Catholic Church, 

Ardattin 

Ardattin This T-plan, barn church was superseded by the present church and has been 

greatly modernised and converted into a community hall. It has rendered walls 

and granite, square-headed, blocked architrave door cases on the transepts. 

These door cases may date from the late 18th century. 

 R A, S, H 

CW93 10301324 Catholic Church, 
Ardattin 

Ardattin A large, Hiberno-Romanesque-revival church dated 1954, with a tall nave of 
six bays and a rectangular chancel. The walls are cemented and each bay has a 

pair of tall, round-headed windows flanked by buttresses. The Façade has a 

huge, blank arch with a triple window ï the centre light in fact being a niche 
for a statue. In front is a porch with three, arched doors and a high-pitched, 

cemented roof. The roof is high pitched and covered with natural slates. The 
church is by the same architect as Allenwood church in County Kildare. 

 R A, Int, Art 
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 CW94  Hand Pump, 

Ardattin 

Ardattin A late 19th century hand pump set in a walled recess. 

 

R Tc. S 

CW95  Outer Gates (2nd set), 

Russellstown Park 

Ardnehue Low cast-iron gates and piers, pedestrian gates and further piers flanked by 

railings. These gates are very good examples of mid-19thcentury iron-work. 

 

R A 

CW96 10301311 Ardristan House, 

Tullow 

Ardristan A small, three-bay, two-storey, gable-ended house of circa 1800 with an 

elegant, granite door case with a scroll keystone and architraved dressings. The 

house was altered about 1975 and has rough-cast rendering with flat strips on 

the façade and unsuitable uPVC glazing. 

 

R A 

CW97  Ellen Grove House, 

Tullow 

Ardristan A three-bay, two-storey, gable-ended house over a basement. The walls are 

painted and rough cast with a round-headed, architraved doorcase with the 

original, fielded-panel door and fanlight dating from the early 19th century. The 
sash windows have early-19th century sashes of eight panes each on the ground 

floor and four and eight panes on the first floor. Much of the glass is original. 

There is a cast-iron porch of circa 1840, with a sprocketed, lead roof, over the 
front door, and other ironwork. The chimney stacks project from the gables in 

an early-18th century fashion though the actual stacks have been rebuilt recently. 

The house probably dates from the early 18th century being largely remodelled 
about 1830. 

 

R A 

CW98 10302601 Catholic Church, 
Glynn 

Bahana A simple T-plan, barn church of circa 1815 with cement-rendered walls, tall, 
pointed windows at the ends of the transepts and lean-to aisles added to the 

nave in a recent renovation. Enclosed porches were also added. 

 

R A, S, Int, Art 

CW99  Public House, 

Glynn Cross Roads 

Bahana This is a gable-ended, vernacular building of three bays and two storeys with a 

two-bay addition. The walls are of rubble stone covered with lime wash and the 

façade has an asymmetrical rhythm of fenestration with sash windows. The roof 
is covered with Bunclody slates. Being built on a steep slope there is a 

difference in roof level between the two parts of the building.  

R A 

CW100 10301649 Stables, 

Fenagh House, 

Fennagh 

Ballaghaderneen 
Range of detached two-storey stable buildings, c. 1840, on an L-shaped plan 

with corbelled bellcote. 

 

R A, S 

CW101 10301201 Ballinabrannagh House, 

Ballinabrannagh 

Ballinabrannagh 
Detached five-bay two-storey farmhouse, built 1910, with gabled central 

breakfront having door opening with bracketed timber door case and single- 

storey wing incorporating fabric of earlier house, c. 1850. Stable complex to 
side 

 

 

R A, Art 

CW102  Old School building, 

Ballinabrannagh 

Ballinabrannagh 
A fragment of the front wall of the old school. This fragment is now part of the 

boundary wall of the churchyard and includes the square-headed doorcase of 

the school. The wall is preserved because the school was attended by Tyndall, 
the scientist. 

 

R H 



Record of Protected Structures 

20 | P a g e 
Proposed Draft  Carlow County Development Plan 2022-2028 

 

 

CW103  House, 

Milford  to Ballinabrannagh Rd, 

Ballinabrannagh 

Ballinabrannagh An early-19th century, three-bay, two-storey, gable-ended house built of 

coursed-rubble stone rendered, with granite coigns, a round-headed doorcase 
with architraved dressings, sash windows with six panes in each sash. The roof 

has end stacks and natural slates. The house was formally a constabulary 

barracks.  

R A, H 

CW104  Glebe House, 
Ballinacarrig 

Ballinacarrig A glebe house of circa 1840 with a four-bay, two-storey façade, built of 
coursed-rubble local stone with a gabled, advanced bay on the right-hand side 

which has a rectangular-plan bay window, brick-dressed windows and a square- 

headed doorcase inset in a granite, four-centred arch. The gable-ended roof is 
covered with natural slates and has wide eaves with bargeboarding. The 
windows have unsuitable uPVC glazing.  

R A 

CW105  Farmhouse, 

Ballinkillin  

Ballinkillin  A four-bay, two-storey, gable-ended, vernacular farmhouse with rough-cast 

walls and an enclosed porch. The windows have replacement uPVC frames. 

There is a stepped, projecting chimney-stack at the South end which suggests 

and 18th century date for the house. The slates on the roof have been covered 
with bitumen. 

 

R A 

CW106 10301914 Former Police Barracks, 

Ballinree, 
Borris 

Ballinree A tudor-revival building of circa 1845 with a cylindrical tower on a square base 

flanking a two-storey, gabled façade with painted, rendered walls, chamfered, 

granite window dressings with mullions in the main windows. The high-pitched 
roofs are covered with natural slates and have granite coping. The building was 
renovated circa 1990 and extended at the rear in a bold and yet sensitive 
manner.  

R A, U, R 

CW107 10301406 Ballintemple House, 

Ballintemple, 

Clonegal 

Ballintemple A porch/portico which is the only part of the former Ballintemple House left 

standing. The porch is a tetrastyle, Greek Doric portico built of granite and very 

accurately executed. It dates from circa 1825. The house was a ruin for many 
years and demolished about 1975. 

 

R A 

W108  Ballinvalley House, 

Ballon 

Ballinvalley Detached five-bay two-storey farmhouse, c.1800, with round-headed door 

opening having granite doorcase, gable ends and wing to rear. Extended to sides 
with lean-to roofs. 

 

R A 

CW109 10301308 Joe Doyle Lounge, 

Main Street, 

Ballon 

Ballon Joe Doyleôs public house is a four-bay, two-storey, gable-ended house dating 

from circa 1850, with painted, lined and rendered walls, a granite, Doric 

doorcase with columns and an entablature set in a niche-like recess, granite 
coping and granite ashlar stacks with cornices. It has unsuitable uPVc windows 

and roman tiles on the roof. 
 

R A 

CW110  Old National School, 

Ballon 

Ballon A nine-bay, single-storey, national school of circa 1890, built of large blocks 

of granite with two, square-headed doorways and windows all with brick 

dressings and small panes. The gable-ended roof has wide eaves and is covered 
with natural slates. 

 R A, S 

CW111  House, 

Main Street, 

Ballon 

Ballon A four -bay, two-storey, gable-ended house with painted, lined and 

rendered walls, extended by an extra bay. It has a granite, round-headed 

doorcase with simple dressings, dating from circa 1840. It has three, 

granite stacks and slates on the roof. The windows have unsuitable uPVC 

glazing bays. 

 R A 
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CW112 10301215 Milford  Railway Station, 

Milford  

Ballybannon A small, two-storey, gable-ended railway station built of coursed-rubble 

limestone with granite coigns. It has a slightly Italianate air about it having wide 
cornices to the chimney stacks. The building was extended shortly after it was 

built with a single-storey, ticket office which has a lean-to roof. The main roof 
is also slated with natural slates. The South end of the building was recently 
extended and retains two original arches. 

 

R A 

CW113  Milford  Railway Bridge Ballybannon A handsome, granite bridge carrying a road over the railway line. It is built of 

rusticated granite and is beautifully detailed and constructed. It dates from circa 
1845. 

 

R A, Tc 

CW114 10300314 Lisnavagh Gates, 

Lisnavagh Demense, 

Rathvilly 

Ballybit Big The main gates to Lisnavagh are made up of a long, tall wall of granite ashlar 

with an arched entrance and wooden gates. The wall hides a lodge in two parts 

with buildings on either side of the inside of the arch. They are in the 

recognisable style of Daniel Robertson and date from circa 1847. 

 R A, Int 

CW115 10301236 Godôs Acre, Garden of Sleep, 

Ballybrommell, 
Fennagh 

Ballybrommel A Society of Friends burial ground dating from 1908 with an arched entrance 

gate and quadrant walls of granite and a cast-iron gate. 

 R A, S 

CW116 10300306 Church Of Ireland Church, 
Kineagh 

Ballycook A tiny Church of Ireland church dating from 1832 and built of large blocks of 
coursed-rubble granite. It has a nave of two bays with pointed, lancet windows 

and heavy buttresses. The West front has a three-light window and an enclosed 

porch with a pitched roof. The East end has a three-light window and a lean-to 
vestry. The windows have tiny diamond panes. The roof has accentuated 

coping, a bellcote and natural slates. The church is set in a churchyard with a 
granite wall. 

 R A, Int, S, Art 

CW117 10300307 Kineagh Glebe House, 

Kineagh 

Ballycook A small, three-bay, single-storey house over a high basement. The segmental- 

headed door case has a radial fanlight and is approached up a long flight of 
steps. The walls are painted and rendered and the windows have unsuitable 

uPVC glazing. The house was renovated in recent years and re-roofed. The 

glebe house was built about 1832. 

 R A 

CW118 10301910 Ballycormick House, 

Ballycormick, 
Bagenalstown 

Ballycormick A three-bay, two-storey, L-plan farmhouse of circa 1830 with rough-cast walls, 

an enclosed porch with a slated, pitched roof, sash windows and hipped roof 
with natural slates. The windows retain six panes in each sash on the ground 

floor and three and six panes on the first floor. One window has been widened 

and replaced with a metal frame. 

 R A, S 

CW119  Carlow Fencing, 

Ballydarton House, 
Fennagh 

Ballydarton In front of Ballydarton House is a long stretch of Carlow fencing with long 

granite poles. 

 R A 

CW120 10301903 Lock No.13, 

Barrow Navigation, 

Ballyellin Upper 

Ballyellin & 

Tomdarragh 

A functioning lock dating from circa 1790, renovated circa 1990. It has 

limestone walls and replacement gates. 

 R A 

 


